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SKID STEER LOADER

DL 500
30,600kg (67,460lb)

4.8~5.2m (6.28~6.80cu.yd)

340PS (335HP) 250kW/1,900rpm

DL 400
22,500kg (49,604lb)

3.7~4.7m (4.8~6.1cu.yd)

284PS (280HP) 209kW/2,000rpm

DL 300
17,300kg (38,139lb)

2.7~3.5m (3.5~4.6cu.yd)

220PS (217HP) 162kW/2,000rpm

MEGA 300-V
17,300kg (38,139lb)

2.9~3.5m (3.8~4.6cu.yd)

212PS (209HP) 156kW/2,100rpm

MEGA 500-V
29,000kg (63,934lb)

4.5~4.8m (5.9~6.3cu.yd)

340PS (335HP) 250kW/2,100rpm

MEGA 400-V
22,610kg (49,846lb)

3.9~4.7m (5.1~6.2cu.yd)

286PS (281HP) 210kW/2,100rpm

DL 250
14,000kg (30,864lb)

2.4~2.7m (3.1~3.5cu.yd)

165PS (162HP) 121kW/2,100rpm

DL 200
11,300kg (24,912lb)

1.8~2.0m (2.35~2.62cu.yd)

145PS (143HP) 107kW/2,100rpm

WHEEL LOADER DL Series WHEEL LOADER MEGA Series

MEGA 200-V
11,000kg (24,250lb)

1.8~2.0m (2.4~2.6cu.yd)

146PS (143HP) 107kW/2,200rpm

MEGA 160-V
8,460kg (18,650lb)

1.5~1.6m (2.0~2.1cu.yd)

101PS (99HP) 74kW/2,200rpm

MEGA 250-V
14,000kg (30,864lb)

2.4~2.8m (3.1~3.7cu.yd)

165PS (163HP) 121kW/2,200rpm

MINI EXCAVATOR DX Series MINI EXCAVATOR SOLAR Series

470 PLUS
3,392kg (7,478lb)

0.40m (0.52cu.yd)

76PS (75HP) 56kW/2,600rpm

460 PLUS
3,254kg (7,174lb)

0.40m (0.52cu.yd)

66PS (49HP) 65kW/2,600rpm

450 PLUS
3,135kg (6,911lb)

0.38m (0.50cu.yd)

66PS (49HP) 65kW/2,600rpm

440 PLUS
2,782kg (6,133lb)

0.34m (0.45cu.yd)

48PS (35HP) 47kW/2,600rpm

430 PLUS
2,587kg (5,703lb)

0.31m (0.41cu.yd)

46PS (45HP) 34kW/2,800rpm

DX 35z (CABIN)

3,700kg (8,157lb)

0.11m (0.14cu.yd)

27PS (26HP) 19kW/2,200rpm

DX 35z (CANOPY)

3,600kg (7,936lb)

0.11m (0.14cu.yd)

27PS (26HP) 19kW/2,200rpm

DX 27z (CABIN)

2,790kg (6,150lb)

0.08m (0.11cu.yd)

20.8PS (21.2HP)15.8kW/2,200rpm

DX 27z (CANOPY)

2,690kg (5,930lb)

0.08m (0.11cu.yd)

20.8PS (21.2HP)15.8kW/2,200rpm

SOLAR 55-V PLUS

5,500kg (12,100lb)

0.13~0.17m (0.17~0.22cu.yd)

52PS (51HP) 38kW/2,200rpm

SOLAR 035
3,240kg (7,143lb)

0.10m (0.14cu.yd)

24.5PS (24.2HP) 18.3kW/1,950rpm

SOLAR 015 PLUS

1,580kg (3,483lb)

0.042m (0.06cu.yd)

17.2PS (17.0HP) 12.7kW/2,300rpm

SOLAR 010
770kg (1,679lb)

0.026m (0.03cu.yd)

8PS (7.9HP) 5.9kW/2,550rpm

SOLAR 030 PLUS

2,840kg (6,261lb)

0.07m (0.09cu.yd)

24.5PS (24.2HP) 18.3kW/1,950rpm

SOLAR 018VT
1,740kg (3,836lb)

0.042m (0.055cu.yd)

17.2PS (17.0HP) 12.7kW/2,300rpm

SKID STEER LOADER UNIT

Operating Weight

Bucket Capacity

Model

Engine  Rated Output

Breakout force (Std. Bucket)

Max. Rollback Extended

Height at Maximum Reach

Dumping Height

Maximum Reach

R.O.P.S. Height

Length with Bucket

Width with Bucket

kg(lb)

m

cu yd

PS/rpm

HP/rpm

kW/rpm

kg(lb)

deg

mm(ft in)

mm(ft in)

mm(ft in)

mm(ft in)

mm(ft in)

mm(ft in)

3,392(7,478)

0.40

0.52

CUMMINS B3.3T

76/2,600

75/2,600

56/2,600

2,122(4,678)

94

3,972(13'1")

2,424(7'1")

737(2'5")

2,035(6'8")

3,248(10'8")

1,778(5'9")

470PLUS

3,254(7,174)

0.40

0.52

CUMMINS B3.3NA

66/2,600

65/2,600

49/2,600

2,122(4,678)

94

3,972(13'1")

2,424(7'11")

737(2'5")

2,035(6'8")

3,248(10'8")

1,778(5'9")

460PLUS

3,135(6,911)

0.38

0.50

CUMMINS B3.3NA

66/2,600

65/2,600

49/2,600

2,122(4,678)

98

3,889(12'9")

2,417(7'11")

656(2'2")

2,035(6'8")

3,223(10'7")

1,713(5'7")

450PLUS

2,782(6,113)

0.34

0.45

CUMMINS A2300

48/2,600

47/2,600

35/2,600

1,320(2,910)

94

3,704(12'2")

2,224(7'4")

645(2'1")

1,954(6'5")

3,208(10'6")

1,611(5'3")

440PLUS

3,587(5,703)

0.31

0.41

CUMMINS A2000

46/2,800

45/2,800

34/2,800

1,424(3,139)

94

3,617(11'10")

2,192(9'7")

518(1'8")

1,934(6'4")

3,047(9'11")

1,562(5'2")

430PLUS

WHEEL LOADER UNIT

Operating Weight (W/O ROPS Cabin)

SAE

Travel Forward Speed (1/2/3/4 Gear)

Breakout Force

Model

Power (Rated)

Gross (SAE J1995)

Turning Radius (at bucket)

Max Dump Height At 45

Max Dump Reach At 45

Max Bucket Hinge Height

Overall Length

Overall Width

Overall Height

kg(lb)

m

cu yd

km/h

mph

Ton

-

PS/rpm

HP/rpm

kW/rpm

mm(ft in)

mm(ft in)

mm(ft in)

mm(ft in)

mm(ft in)

mm(ft in)

mm(ft in)

Bucket 

Capacity

Engine 

Working

Range

Dimension 

30,600(67,460)

4.8~5.2

6.28~6.80

6.2/11.5/18.0/35.0

3.9/7.1/11.2/21.7

27.3

CUMMINS QSM11

340/1,900

335/1,900

250/1,900

7,370(24'2")

3,100(10'2")

1,448(4'9")

4,564(14'12")

9,225(31'3")

3,400(11'2")

3,800(12'6")

22,500(49,604)

3.7~4.7

4.8~6.1

6.5/12.4/18.5/38.0

4.0/7.7/11.5/23.6

22

CUMMINS QSL9

284/2,000

280/2,000

209/2,000

6,955(22'10")

2,975(9'9")

1,370(4'6")

4,350(14'3")

8,710(28'9")

3,200(10'6")

3,522(11'7")

17,300(38,139)

2.7~3.5

3.5~4.6

6.2/11.6/22.5/34.5

3.9/7.2/13.7/21.4

16.2

DOOSAN DL 08

220/2,000

217/2,000

162/2,000

6,360(20'10")

2,780(9'1")

1,285(4'3")

4,000(13'1")

8,150(26'9")

2,920(9'7")

3,438(11'3")

14,000(30,864)

2.4~2.7

3.1~3.5

6.6/11.5/22.5/34.0

7.0/12.5/23.5

13.2

DOOSAN DL06

165/2,100

162/2,100

121/2,100

6,010(19'9")

2,700(8'10")

1,210(3'11")

3,856(12'8")

7,694(25'3")

2,740(9')

3,260(10'8")

11,300(24,912)

1.8~2.0

2.35~2.62

6.6/12.1/22.6/35

7.2/13.0/25.0

10.5

DOOSAN DL06

145/2,100

143/2,100

107/2,100

5,610(18'5")

2,730(8'11")

1,000(3'3")

3,830(12'7")

7,285(23'11")

2,550(8'4")

3,240(10'8")

14,000(30,864)

2.4~2.7

3.1~3.5

6.6/11.5/22.5/34.0

7.0/12.5/23.5

13.2

DOOSAN DL06

165/2,100

162/2,100

121/2,100

6,010(19'9")

2,700(8'10")

1,210(3'11")

3,856(12'8")

7,694(25'3")

2,740(9')

3,260(10'8")

22,610(49,846)

3.9~4.7

5.1~6.2

8.3/13.6/29.0/42.0

5.2/8.5/18.0/26.1

22

DOOSAN DE 12TIS

286/2,100

281/2,100

210/2,100

6,950(21'7")

2,985(9'10")

1,370(4'6")

4,300(14'1")

8,600(28'3")

3,280(10'9")

3,566(11'8")

17,300(38,139)

2.9~3.5

3.8~4.6

6.5/12.0/22.5/34.0

4.0/7.5/13.9/21.1

18.5

DOOSAN DE 08TIS

212/2,100

209/2,100

156/2,100

6,400(21')

2,780(9'2")

1,279(4'2")

4,000(13'2")

8,085(26'6")

2,920(9'7")

3,470(11'5")

14,000(30,864)

2.4~2.8

3.1~3.7

7.5/12.0/23.5/37.0

4.6/7.5/14.6/23.0

13.2

DOOSAN DB 58TIS

165/2,200

163/2,200

121/2,200

6,051(19'9")

2,760(9'1")

1,160(3'10")

3,890(12'9")

7,500(224'7")

2,740(9')

3,320(10'11")

11,000(24,250)

1.8~2.0

2.4~2.6

7.3/12.7/22.0/36.0

4.5/7.9/13.7/22.4

10.5

DOOSAN DB 58TIS

146/2,200

143/2,200

107/2,200

5,654(18'6")

2,720(8'11")

1,090(3'7")

3,748(12'4")

7,025(23'1")

2,450(8')

3,180(10'5")

8,460(18,650)

1.5~1.6

2.0~2.1

6.6/11.7/21.4/34.5

4.1/7.3/13.3/21.4

7.4

DOOSAN DB 58S

101/2,200

99/2,200

74/2,200

5,250(17'3")

2,745(9')

1,020(3'4")

3,610(11'10")

6,390(20'11")

2,450(8')

3,180(10'5")

DL 500 DL 400 DL300 DL250 DL200 MEGA 500-V MEGA 400-V MEGA 300-V MEGA 250-V MEGA 200-V MEGA 160

SOLAR 55-V PLUS
Cabin                                                           Canopy

SOLAR  035
Cabin                                                           Canopy

DX27Z
Cabin                                                           Canopy

SOLAR 030PLUS
Cabin                                                           Canopy

SOLAR 018VT
Cabin                                                           Canopy

015 PLUS
Cabin                                                           Canopy

SOLAR 010MINI EXCAVATOR UNIT

Operating Weight

Pcsa

Cece

Travel Speed (Hight/Low)

Model

Power

Max Digging Reach

Max Digging Depth

Max Digging Height

Overall Length

Overall Width

Overall Height

kg(lb)

m

cu yd

m

cu yd

km/h(mph)

-

PS/rpm

HP/rpm

kW/rpm

mm(ft in)

mm(ft in)

mm(ft in)

mm(ft in)

mm(ft in)

mm(ft in)

Bucket Capacity

Engine 

Working Range

Dimension 

0.11

0.14

0.09

0.12

4.6.2.6(2.9/1.6)

3TNV88

27/2,200

26/2,200

19/2,200

5,090(16'8")

3,023(9'11")

4,887(15'11")

4,644(15'3")

1,700(5'7")

3,700(8,157) 3,600(7,936)

2,515(8'3") 2,515(8'3")

0.08

0.105

0.07

0.092

4.3/2.4(2.8/1.5)

3TNV82

20.8/2,200

21.2/2,200

15.8/2,200

4,505(14'9")

2,490(7'6")

4,165(13'8")

4,060(13'4")

1,570(5'2")

2,790(6,150) 2,690(5,930)

2,445(8') 2,445(8')

0.13~0.17

0.17~0.22

0.06~0.15

0.08~0.20

3.9/2.2(2.4/1.4)

YANMAR 4TNV-94L

52/2,200

51/2,200

38/2,200

6,152(20'2")

3,796(12'5")

5,774(18'9")

5,850(19'2")

1,885(6'2")

5,500(12,100) -

2,556(8'5") -

0.10

0.14

0.9

0.12

4.2/2.7(2.6/1.7)

ISUZU 3LDI

24.5/1,950

24.2/1,950

18.3/1,950

5,120(16'10")

3,125(10'3")

4,950(16'3")

5,010(16'5")

1,525(5')

3,240(7,143) 3,140(6,922)

2,335(7'8") 2,460(8'1")

0.07

0.09

0.06

0.08

3.8/2.4(2.4/1.5)

ISUZU 3LDI

24.5/1,950

24.2/1,950

18.3/1,950

4,470(14'8")

2,950(8'6")

4,200(13'9")

4,395(14'5")

1,470(4'10")

2,840(6,261) 2,740(6,040)

2,320(7'7") 2,365(7'9")

0.042

0.055

0.037

0.048

3.8/2.0(2.4/1.3)

MITSUBISHI L3E

17.2/2,300

17.0/2,300

12.7/2,300

3,920(12'10")

2,325(7'8")

3,625(11'11")

3,750(12'4")

980~1,300(3'3"~4'3")

1,740(3,836) 1,650(3,638)

2,345(7'8") 2,390(7'10")

0.042

0.06

0.037

0.048

3.8/2.0(2.4/1.3)

MITSUBISHI L3E

17.2/2,300

17.0/2,300

12.7/2,300

3,700(12'2")

2,140(7')

3,400(11'2")

3,755(12'4")

1,000(3'3")

1,580(3,483) 1,490(3,285)

2,280(7'6") 2,325(7'8")

770(1,679)

0.026

0.03

0.023

0.03

1.9(1.18)

YANMAR 2TNE68-DB

8/2,550

7.9/2,550

5.9/2,550

2,800(9'2")

1,550(5'1")

2,825(9'4")

2,800(9'2")

1,100(3'7")

1,520(4'12")



CRAWLER EXCAVATOR DX Series 

CRAWLER EXCAVATOR SOLAR Series

DX 520LC
50,700kg (111,770lb)
0.92~3.2m (1.20~4.19cu.yd)
333PS (328HP) 245kW/1,800rpm

DX 480LC
47,500kg (104,700lb)
1.80~2.86m (2.35~3.73cu.yd)
333PS (328HP) 245kW/1,800rpm

DX 420LC
40,900kg (90,170lb)
1.44~2.16m (1.88~2.83cu.yd)
297PS (293HP) 218kW/1,800rpm

DX 340LC
34,100kg (75,178lb)
1.25~1.83m (1.63~2.39cu.yd)
250PS (247HP) 184kW/1,750rpm

DX 300LC
29,300kg (64,595lb)
0.80~1.75m (1.05~2.29cu.yd)
200PS (197HP) 147kW/1,900rpm

DX 300LL
31,100kg (77,381lb)
200PS (197HP) 147kW/1,900rpm

DX 300LC SLR

30,000kg (66,140lb)
0.64m (0.84cu.yd)
200PS (197HP) 147kW/1,900rpm

DX 255LC
24,600kg (54,233lb)
0.51~1.40m (0.67~1.83cu.yd)
175PS (166HP) 124kW/1,900rpm

DX 225LC
21,500kg (47,399lb)
0.51~1.28m (0.67~1.67cu.yd)
150PS (148HP) 110kW/1,900rpm

DX 225NLC
20,900kg (46,076lb)
0.51~1.28m (0.67~1.67cu.yd)
150PS (148HP) 110kW/1,900rpm

DX 225LC-SLR
22,860kg (50,397lb)
0.39m (0.51cu.yd)
150PS ( 148HP) 110kW/ 1,900 rpm

DX 180LC
17,660kg (38,933lb)
0.38~0.93m (0.50~1.22cu.yd)
120PS (118HP) 88kW/1,950rpm

DX 140LC
14,000kg (30,864lb)
0.24~0.76m (0.31~0.99cu.yd)
96PS (95HP) 71kW/1,850rpm

SOLAR 500LC-V GIANT

49,900kg (110,000lb)
2.01~3.60m (2.63~4.71cu.yd)
316PS (312HP) 232kW/2,000rpm

SOLAR 470LC-V
46,900kg (103,400lb)
0.93~2.86m (1.22~3.74cu.yd)
316PS (312HP) 232kW/2,000rpm

SOLAR 420LC-V
41,200kg (90,880lb)
1.44~2.18m (1.88~2.85cu.yd)
285PS (281HP) 210kW/2,000rpm

SOLAR 340LC-V
33,900kg (74,736lb)
1.20~2.01m (1.57~2.63cu.yd)
250PS (247HP) 184kW/1,900rpm

SOLAR 300LC-V
29,600kg (65,300lb)
0.80~1.75m (1.05~2.29cu.yd)
200PS (197HP) 147kW/1,900rpm

SOLAR 300LL
34,850kg (76,830lb)
200PS (197HP) 147kW/1,900rpm

SOLAR 300LC-V SLR

30,700kg (67,681lb)
0.64m (0.84cu.yd)
200PS (197HP) 147kW/1,900rpm

SOLAR 255LC-V
24,600kg (54,200lb)
0.50~1.49m (0.65~1.95cu.yd)
165PS (162HP) 121kW/2,000rpm

SOLAR 225LC-V
21,500kg (47,400lb)
0.50~1.28m (0.65~1.67cu.yd)
150PS (148HP) 110kW/1,950rpm

SOLAR 225LL
27,450kg (60,516lb)
150PS (148HP) 110kW/2,000rpm

SOLAR 225LC-V SLR

23,600kg (52,023lb)
0.39m (0.51~cu.yd)
150PS (148HP) 110kW/1,950rpm

SOLAR 140LC-V
13,900kg (30,600lb)
0.28~0.76m (0.37~0.99cu.yd)
96PS (95HP) 71kW/1,850rpm

SOLAR 225NLC-V
21,000kg (46,297lb)
0.50~1.28m (0.65~1.67cu.yd)
150PS (148HP) 110kW/2,000rpm

SOLAR 175LC-V
17,400kg (38,360lb)
0.34~0.93m (0.45~1.22cu.yd)
120PS (118HP) 88kW/1,950rpm

SOLAR 160W-V
14,500kg (31,967lb)
0.58m (0.76cu.yd)
130PS (128HP) 96kW/2,200rpm

DX 210W
20,420~20,900kg (45,018~46,077lb)
0.51~1.28m (0.67~1.67cu.yd)
164PS (162HP) 121kW/2,000rpm

DX 190W
17,700~19,530kg (39,176~43,056lb)
0.38~0.93m (0.5~1.21cu.yd)
158PS (156HP) 116kW/1,900rpm

DX 140W
13,750~15,560kg (30,313~34,292lb)
0.24~0.76m (0.31~0.99cu.yd)
134PS (132HP) 99kW/2,000rpm

WHEEL EXCAVATOR DX Series

SOLAR 55W-V PLUS

5,550kg (12,235lb)
0.07~0.19m (0.09~0.25cu.yd)
54.9PS (54.1HP) 40.4kW/2,400rpm

SOLAR 140W-V
12,900kg (28,439lb)
0.58m (0.76cu.yd)
130PS (128HP) 96kW/2,200rpm

SOLAR 210W-V
19,800kg (43,651lb)
0.51~1.18m (0.65~1.54cu.yd)
156PS (154HP) 115kW/2,200rpm

SOLAR 75-V
8,000kg (17,643lb)
0.11~0.28m (0.14~0.37cu.yd)
53PS (52HP) 39kW/1,900rpm

SOLAR 180W-V
17,700kg (39,021lb)
0.34~0.19m (0.44~1.19cu.yd)
152PS (150HP) 112kW/2,100rpm

WHEEL EXCAVATOR SOLAR Series

CRAWLER EXCAVATOR
WHEEL

UNIT

Operating Weight

Pcsa

Cece

Travel Speed (Hight/Low)

Model

Power

Max Digging Reach

Max Digging Depth

Max Digging Height

Overall Length

Overall Width

Overall Height

kg(lb)

m

cu yd

m

cu yd

km/h(mph)

-

PS/rpm

HP/rpm

kW/rpm

mm(ft in)

mm(ft in)

mm(ft in)

mm(ft in)

mm(ft in)

mm(ft in)

Bucket 
Capacity

Engine 

Working
Range

Dimension 

50,700(111,770)

0.92~3.2

1.20~4.19

0.81~1.10

1.06~3.76

5.0/3.1(3.1/1.9)

DOOSAN DV 11

333/1,800

328/1,800

245/1,800

10,750(38'7")

6,770(22'3")

9,600(31'6")

11,430(37'6")

3,900(12'10")

4,200(13'9")

47,500(104,700)

1.80~2.86

2.35~3.73

1.56~2.50

2.04~3.27

5.0/3.1(3.1/1.9)

DOOSAN DV 11

333/1,800

328/1,800

245/1,800

12,120(39'9")

7,810(25'7")

11,080(36'4")

12,130(39'10")

3,900(12'10")

3,730(12'3")

40,900(90,170)

1.44~2.16

1.88~2.83

1.29~1.92

1.69~2.51

5.3/3.1(3.3/1.9)

DOOSAN DV 11

297/1,800

293/1,800

218/1,800

11,495(37'9")

7,730(25'4")

10,920(35'10")

11,660(38'3")

3,350(11'0")

3,480(11'5")

34,100(75,178)

1.25~1.83

1.63~2.39

1.09~1.60

1.43~2.09

4.7/3.1(2.9/1.9)

DOOSAN DL 08

250/1,750

247/1,750

184/1,750

11,168(36'8")

7,533(24'7")

10,345(33'11")

11,280(37')

3,280(10'9")

3,360(11'0")

35,100(77,381)

-

-

-

-

4.6/3.1(2.9/1.9)

DOOSAN DL 08

200/1,900

197/1,900

147/1,900

11,650(38'3")

3,728(12'3")

13,580(44'7")

14,540(47'8")

3,600(11'10")

4,650(15'3")

29,300(64,595)

0.80~1.75

1.05~2.29

0.70~1.53

0.92~2.00

5.1/3.0(3.2/1.9)

DOOSAN DL 08

200/1.900

197/1.900

147/1.900

10,745(35'3")

7,360(24'2")

10,330(33'11")

10,620(34'10")

3,000(9'10")

3,345(10'11")

30,000(66,140)

0.64

0.84

0.55

0.72

5.1/3.0(3.2/1.9)

DOOSAN DL 08

200/1.900

197/1.900

147/1.900

17,520(57'6")

13,875(45'6")

14,155(46'5")

14,370(47'2")

3,200(10'6")

3,455(11'4")

24,600(54,233)

0.51~1.40

0.67~1.83

0.47~1.22

0.62~1.59

5.2/3.1(3.2/1.9)

DOOSAN DL 06

175/1,900

166/1,900

124/1,900

10,195(33'5")

6,815(22'4")

9,605(31'6")

10,055(33')

3,200(10'6")

3,100(10'2")

20,900(46,076)

0.51~1.28

0.67~1.67

0.47~1.11

0.62~1.45

5.5/3.0(3.2/1.9)

DOOSAN DL 06

150/1,900

148/1,900

110/1,900

8,950(29'4")

5,755(18'11")

9,065(29'9")

8,990(29'6")

2,540(8'4")

3,050(10')

22,860(50,397)

0.39

0.51

0.35

0.46

5.5/3.0(3.4/1.9)

DOOSAN DL 06

150/1,900

148/1,900

110/1,900

15,379(50•5Ž)

11,661(38•3Ž)

13,403(44•)

12,317(40•5Ž)

2,990(9•10Ž)

3,254(10•8Ž)

DX520LC DX480LC DX420LC DX340LC DX300LL DX300LC DX300LC SLR DX255LC DX225NLC DX225LC SLR DX225LC DX140LC
One piece 

SOLAR
500LC-V GAINT
49,900(110,000)

2.01~3.60

2.63~4.71

1.76~3.15

2.30~4.12

5.0/3.1(3.1/1.9)

DOOSAN DDE 12TIS

316/2,000

312/2,000

232/2,000

10,290(33'9")

6,280(26'7")

9,410(30'10")

11,590(38')

3,900(12'9")

4,140(13'7")

SOLAR 
470LC-V

SOLAR 
420LC-V

SOLAR 
340LC-V

SOLAR 
300LL

SOLAR 
300LC-V SLR

SOLAR 
300LC-V

SOLAR 
255LC-V

SOLAR 
225LL

SOLAR 
225LC-V SLR

21,500(47,399)

0.51~1.28

0.67~1.67

0.47~1.11

0.62~1.45

5.5/3.0(3.4/1.9)

DOOSAN DL 06

150/1,900

148/1,900

110/1,900

9,900(32'6")

6,620(21'9")

9,750(32')

9,485(31'1")

2,990(9'10")

3,005(9'10")

17,660(38,933)

0.38~0.93

0.50~1.22

0.31~0.81

0.41~1.06

5.0/3.2(3.1/2.0)

DOOSAN DL 06

120/1,950

118/1,950

88/1,950

9,150(30')

6,120(20'1")

9,180(30'1")

8,700(28'7")

2,800(9'2")

2,875(9'5")

9,150(31'2")

5,900(19'4")

10,510(34'6")

8,850(29')

2,800(9'2")

3,135(10'3")

8,300(27'3")

5,645(18'6")

8,675(28'6")

7,680(25'2")

2,590(8'6")

2,710(8'11")

8,805(28'11")

5,850(19'2")

9,235(30'4")

8,015(26'4")

2,590(8'6")

2,770(9'1")

14,000(30,864)

0.24~0.76

0.31~0.99

0.22~0.65

0.29~0.85

4.7/3.0(2.9/1.9)

DOOSAN DL 06

96/1,850

95/1,850

71/1,850

46,900(103,400)

0.93~2.86

1.22~3.74

0.81~2.50

1.06~3.27

5.0/3.1(3.1/1.9)

DOOSAN DE 12TIS

316/2,000

312/2,000

232/2,000

12,100(39'8")

7,790(25'6")

11,080(36'4")

12,110(39'9")

3,900(12'9")

3,705(12'1")

41,200(90,880)

1.44~2.18

1.88~2.85

1.26~1.91

1.65~2.50

5.5/3.3(3.4/2.1)

DOOSAN DE 12TIS

285/2,000

281/2,000

210/2,000

11,520(37'10")

7,725(25'4")

11,000(36'1")

11,690(38'4")

3,350(11'0")

3,575(11'9")

33,900(74,736)

1.20~2.01

1.57~2.63

1.05~1.76

1.37~2.30

4.6/3.1(2.9/1.9)

DOOSAN DE 12TIS

250/1,900

247/1,900

184/1,900

11,230(36'10")

7,670(25'2")

10,440(34'3")

11,330(37'2")

3,280(10'9")

3,550(11'8")

34,850(76,830)

-

-

-

-

5.2/3.1(3.1/1.9)

DOOSAN DE 08TIS

200/1,900

197/1,900

147/1,900

11,650(38'3")

3,728(12'3")

13,580(44'7")

14,680(48'2")

3,600(11'10")

3,660(12')

30,700(67,681)

0.64

0.84

0.56

0.73

5.1/3.0(3.1/1.9)

DOOSAN DE 08TIS

200/1,900

197/1,900

147/1,900

17,440(57'3")

13,840(45'5")

14,105(46'3")

14,340(47'1")

3,200(10'6")

3,460(11'4")

29,600(65,300)

0.80~1.75

1.05~2.29

0.70~1.53

0.92~2.00

5.1/3.0(3.1/1.9)

DOOSAN DE 08TIS

200/1,900

197/1,900

147/1,900

10,735(35'2")

7,330(24'1")

10,345(33'11")

10,620(34'10")

3,200(10'6")

3,365(11')

24,600(54,200)

0.50~1.49

0.65~1.95

0.44~1.30

0.58~1.70

5.0/3.5(3.4/2.2)

DOOSAN DB 58TIS

165/2,000

162/2,000

121/2,000

10,240(33'7")

6,790(22'3")

9,500(31'2")

10,110(33'2")

3,200(10'6")

3,250(10'8")

27,450(60,516)

-

-

-

-

5.4/3.0(3.4~1.9)

DOOSAN DV 58TIS

150/2,000

148/2,000

110/2,000

11,045(36'3")

3,430(11'3")

12,900(42'4")

13,680(44'11")

3,500(11'6")

3,505(11'6")

23,600(52,023)

0.39

0.51

0.34

0.44

5.5/3.1(3.4/1.9)

DOOSAN DV 58TIS

150/1,950

148/1,950

110/1,950

15,390(50'6")

11,650(38'3")

13,250(43'6")

12,260(40'3")

2,990(9'10")

3,360(11')

21,000(46,297)

0.50~1.28

0.65~1.67

0.44~1.12

0.56~1.47

5.5/3.1(3.4/1.9)

DOOSAN DB 58TIS

150/2,000

148/2,000

110/2,000

9,080(29'9")

8,770(18'11")

9,370(30'9")

9,030(2908'")

2,490(8'2")

3,280(10'9")

21,500(47,400)

0.50~1.28

0.65~1.67

0.44~1.12

0.56~1.47

5.5/3.1(3.4/1.9)

DOOSAN DB 58TIS

150/1,950

148/1,950

110/1,950

9,910(32'6")

6,630(21'9")

9,660(31'8")

9,510(31'2")

2,990(9'10")

3,030(9'11")

17,400(38,360)

0.34~0.93

0.45~1.22

0.30~0.81

0.39~1.06

4.9/3.5(3.1/2.1)

DOOSAN DB 58TIS

120/1,950

118/1,950

88/1,950

9,070(29'9")

6,220(20'5")

8,820(28'11")

8,730(28'8")

1,800(9'2")

3,150(10'4")

13,900(30,600)

0.28~0.76

0.37~0.99

0.24~0.66

0.31~0.86

4.9/3.4(3.0/2.1)

DOOSAN DB 58TIS-C

96/1,850

95/1,850

71/1,850

8,260(27'1")

5,630(18'6")

8,620(28'3")

7,700(25'3")

2,600(8'6")

2,830(9'3")

8,000(17,643)

0.11~0.28

0.14~0.37

0.10~0.24

0.13~0.31

4.4/2.7(2.7/1.7)

YANMAR 4TNV98-XDB

53/1,900

52/1,900

39/1,900

6,650(21'10")

4,020(13'2")

6,250(20'6")

6,280(20'7")

2,210(7'3")

2,630(8'8")

SOLAR 
225NLC-V

SOLAR 
225LC-V

SOLAR 
175LC-V

SOLAR 
140LC-V SOLAR 75-V SOLAR 

55W-V PLUS

9,730(31'11")

6,010(19'9")

9,800(32'2")

9,420(30'11")

2,530(8'4")

3,200(10'6")

9,405(30'10")

5,625(18'5")

10,560(34'8")

9,210(30'3")

2,530(8'4")

3,140(10'4")

20,420~20,900
(45,018~46,077)

0.51~1.28

0.67~1.67

0.47~1.10

0.62~1.44

36(23)

DOOSAN DL 06

164/2,000

162/2,000

121/2,000

9,200(30'2")

5,965(19'7")

9,340(30'8")

8,659(28'5")

2,530(8'4")

3,310(10'10")

9,235(30'3")

5,600(18'4")

10,260(33'8")

8,860(29'1")

2,530(8'4")

3,140(10'4")

17,770~19,530
(39,176~43,056)

0.38~0.93

0.5~1.21

0.35~0.81

0.46~1.06

36(23)

DOOSAN DL 06

158/1,900

156/1,900

116/1,900

7,520(24'8")

4,580(15')

8,130(26'8")

7,235(23'9")

2,496(8'2")

3,351(11')

8,330(27'4")

5,120(16'10")

9,110(29'11")

7,030(23'1")

2,496(8'2")

3,650(12')

13,750~15,560
(30,313~34,292)

0.24~0.76

0.31~0.99

0.22~0.48

0.22~0.63

37(23)

DOOSAN DL 06

134/2,000

132/2,000

99/2,000

9,895(32'6")

6,560(21'6")

9,876(32'4")

9,535(31'3")

2,470(8'1")

3,790(12'5")

9,224(30'3")

5,557(18'3")

10,325(33'10")

7,029(23'1")

2,470(8'1")

3,990(13'1")

19,800(43,651) 20,550(43,305)

0.51~1.18

0.65~1.54

0.45~1.03

0.59~1.35

35/9(22/6)

DOOSAN DB 58TIS

156/2,200

154/2,200

115/2,200

9,071(29'9")

6,006(19'8")

9,026(29'7")

8,595(2'2")

2,496(8'2")

3,795(12'5")

8,921(29'3")

5,591(18'4")

9,507(31'2")

6,805(22'4")

2,496(8'2")

4,000(13'1")

17,700(39,021) 18,500(40,785)

0.34~0.91

0.44~1.19

0.30~0.80

0.39~0.10

32/8(20/5)

DOOSAN DB 58TIS

152/2,100

150/2,100

112/2,100

8,220(27')

5,040(16'5")

8,610(28'2")

7,360(24'1")

2,496(8'2")

3,815(12'5")

8,730(28'8")

5,475(18')

9,565(31'4")

7,330(21'1")

2,496(8'2")

3,824(12'7")

14,500 15,300(33,730)

0.51

0.67

0.45

0.59

37/10(23/6)

DOOSAN DB 58TIS

130/2,200

128/2,200

96/2,200

7,520(24'8")

4,580(15')

8,130(26'8")

7,235(23'9")

2,496(8'2")

3,351(11')

8,330(27'4")

5,120(16'10")

9,110(29'11")

7,030(23'1")

2,496(8'2")

3,650(12')

12,900(28,439) 14,700(32,408)

0.58

0.76

0.51

0.67

37/10(23/6)

DOOSAN DB 58TIS

130/2,200

128/2,200

96/2,200

5,550(12,235)

0.07~0.19

0.09~0.25

0.06~0.17

0.08~0.22

2.5/8.1(15.5/5.0)

YANMAR 4TNV94L-PDBWE

54.9/2,400

54.1/2,400

40.4/2,400

6,102(20')

3,496(11'6")

5,920(19'5")

6,187(20'4")

1,920(6'4")

2,856(9'4")

Two piece
(2.5m ARM)

DX210W
One piece Two piece

(2.4m ARM)

DX190W
One piece Two piece

(2.3m ARM)

DX140W
One piece Two piece

(2.1m ARM)

SOLAR 210W-V
One piece Two piece

(2.4m ARM)

SOLAR 180W-V
One piece Two piece

(2.2m ARM)

SOLAR 160W-V
One piece Two piece

(2.5m ARM)

SOLAR 140W-V
One piece Two piece

(2.1m ARM)

DX180LC
One piece Two piece

(2.6m ARM)


